
SAFETY CARD OMEGA 0359 Danger zone when emptying the container

Stand clear of the swinging arm! 

Do not reach into the ifting device operating area!
*) lifting device: synonymous standard term for lifters

In case of DANGER, press EMERGENCY STOP!
The lifter stops in its current position.

Risk of crushing fingers and hands!
Do not reach into the working area of the lifter laterally 
between the protective cover and safety barriers!

Danger to life! Containers can fall down!  
Stay outside the safety barriers laterally during the 
emptying process!

Danger to life! Swinging arm is moving!  
Do not step between the safety barriers!

Climbing onto lifter components is prohibited!

Riding on lifter components is prohibited!

•	Wear personal protective equipment and warning clothing.

•	Do NOT modify, remove, or disable safety devices.

•	When emptying, DO NOT stay in the danger area.

•	Empty only the containers specified in the operating instructions.

•	Make sure that the container is securely held.

•	Keep the container lid closed during emptying.

•		NEVER correct containers that have already been picked-up.

•	Secure the lifter and vehicle against unauthorized use and rolling away    	
		 during breaks and at the end of work, and remove the ignition key!

•	Do not lift or pull any other loads.

•	Always press the EMERGENCY STOP button before cleaning or               	
		 maintenance work!
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First signal and Second signal Footboard StandControls

1 : First signal

By approaching a container, the first signal is actuated 
and a lifting movement of the lifter is triggered.

2 : Second signal 

The second signal confirms the correct receiving 
position of the container and the lifter moves to  
the preset PICK-UP position.

BEHAVIOUR IN AN EMERGENCY
 
•	 ACTIVATE EMERGENCY STOP
•	 Remove persons from the danger zone
•	 Alert emergency doctor/fire brigade
•	 Initiate first aid measures
•	 Inform those responsible on site
•	 Keep access routes clear for rescue vehicles

•	When riding on the footboard, use the handlebars! 

•	For trips faster than 30 km/h and for cross-country 	
		 trips, riding on the footboard is prohibited!

CAUTION DANGER TO LIFE!
  
Never operate the first signal and the second signal 
simultaneously by hand. The operator can be caught 
and trapped during automatic lifting.

Recommissioning after EMERGENCY STOP

Unlock the EMERGENCY STOP button by pulling out 
the control button and switch on the body electrics by 
pressing AUTO I/0 or START in the cab.

IMPORTANT!  
 
In addition, observe the safety instructions in the 
operating manual and the operating sequence 
specified there.
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JOYSTICK OPERATION:

LID OPENER
Lift/lower lid opener: 
I :2-wheel/4-wheel sliding lid
II: 4-wheel flat cover

EMERGENCY STOP
Lifter movement stops

Joystick
LIFTING:Lifting upwards
LOWERING: Lifter down

BUTTON OPERATION 	
(optional):

EMERGENCY STOP
Lifter movement stops

LID OPENER
Lift/lower lid opener: 
I :2-wheel/4-wheel sliding lid
II: 4-wheel flat cover

Button LIFTING: Lifter upwards
Button LOWERING: Lifter down


