
DELTA 2325  /  2525 
SMARTER. COMPACT. FUTURE-PROOF.

WITH NEW  
CONTROL  

GENERATION 
ZCSII

CAN KEYPAD

•	intuitive operation•	configurable options•	feedback via halos

INSTALLATION SPACE OPTIMIZATION

•	for third-party systems•	standardized interfaces•	simplified access

OPTIONAL DISPLAY 

•	structured menu navigation•	error and info display•	multiple counter readings•	zone-based display

CABLE HARNESS

•	pre-assembled cable harnesses•	automotive standard•	plug & play

CONTROL SYSTEM

•	latest control generation•	new software architecture•	modern interfaces•	future-ready

PRESSURE SENSORS

•	automatic calibration•	component-friendly shaking•	predictive maintenance•	intelligent automation profile

THE ADVANTAGES OF THE NEW LIFTER GENERATION
BENEFITS AT A GLANCE



TECHNIK ENTSCHEIDET.

ZÖLLER-KIPPER GmbH 
Hans-Zöller-Str. 50–68
55130 Mainz
www.zoeller-kipper.de

At the heart of the DELTA 2325/2525 
is the ZCSII control generation, com-
bining the latest technologies and 
setting new standards in operation, 
integration, and functionality. It offers 
intuitive operation via CAN keypad,

RETHINKING CONTROL – REDEFINING PERFORMANCE

COMPONENTS AT A GLANCE

space-saving  integration, auto-
motive standards for maximum 
reliability, and an optional display 
for better clarity. Future-proof 
design – for maximum efficiency 
and customer benefit.

Further 
information

INSTALLATION SPACE 
OPTIMIZED 
Easy integration of third-party 
systems on the left side. Two 
areas with customer-specific 
mounting points.

NEW CONTROL 
PANELS
The control panel 
can be individually 
configured to cus-
tomer requirements.
Options can be  
easily and efficiently 
retrofitted.
Operator feedback 
via halos (LED ring).

USER-INTERFACE
User-friendly interface.
Mounting options on the 
left and right. Displays  
system information and  
errors. Supports retrieval 
of various counter values.

MODERN CONTROL 
SYSTEM 
Automotive-grade control 
system with modern  
interfaces. Modularly  
expandable to meet  
growing demands.

NEW LIFTER INTERFACE 
(ZIS)
Connection is backward 
compatible with EN1501-5.
Extends current communi-
cation with additional CAN 
and digital interfaces.

AREA 2

AREA 1

PRESSURE SENSORS
Pressure sensors enable future  
self-calibration of the lifter.
Automatic adjustments are made 
over the product’s lifetime.

POWER-BOX
Power distributor for  
efficient maintenance.




